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Fibre Cement Board

FIBRE CEMENT BOARDS

SIZES

Width: 1220 mm
Length: 1220 mm, 1830 mm & 2440 mm

THICKNESS ‘ 6 mm, 8 mm, 10 mm, 12 mm, 16 mm & 18 mm

SALIENT FEATURES | fjre Resistant, Water Resistant,

Termite Resistant, Superior Flexural Strength

APPLICATION

Partitions, Wall Panellings, Seamless Ceilings, Eaves &
Soffit Lining, Mezzanine Floors and Prefabricated Structures

HICEM
DESIGNER BOARDS

SIZES

Width: 1220 mm
Length: 2440 & 1830 mm

THICKNESS ‘ 8 mm
SALIENT FEATURES | Fire Resistant, Water Resistant, Termite RAIN
Resistant
APPLICATION ‘ Wall Panellings
BRICK

*When used for external applications ensure polyurethane sealant for jointing and avoid
[ | continuous exposure to stagnated water for superior performance |
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HICEM PLANKS

SIZES

150 x 2440 mm & 150 x 3050 mm

THICKNESS 8 mm

SALIENT FEATURES | Wood-like Grain Structure, Fire Resistant, Water Resistant,
Termite Resistant, Solid Toughness, Excellent Workability

APPLICATION External Cladding, Facade, Decorative Fences, Wall Cladding,
Eaves and Soffit Lining & Gate Cladding

HICEM PLAIN &
DESIGNER TILES

SIZES

595 x 595 mm, 610 x 610 mm,
1195 x 595 mm, 1220 x 610 mm

THICKNESS

‘4mmand6mm

SALIENT FEATURES ‘ Fire Resistant, Water Resistant, Termite Resistant

APPLICATION ‘ Grid Ceilings, Wall Linings & Wall Panellings

VALLEY VIEW

& PLAIN MARINA



- Application Matrix |

Components/
Application*

Dry Wall Partition - - | 7| Z — —
Wall cladding/Paneling - - - v v - ——

Board size*

Seamless false ceiling -- 7| A — - — —

Mezzanine Floors - - = - v v
Doors = | =|=|Z|Z|7

Kitchen Cabinets/
Wardrobe/Shelves v v

2440mm X 1830mm x
1220mm 1220mm
(8 feet x 4feet) (6 feet x 4 feet)

Wet Areas - - -
Duct Encasements - - -

Roof Top Under lay board  -- -- -- -- --

S
S S

Staircase Steps - - - = —

1220mm x 610mm x
Grid ceiling N Y A 610mm 610mm
(4 feet x 2 feet) (2 feet x 2 feet)

*We reserve the right to make technical changes at any time.

© Copyright 2023 Ramco Industries Limited. All rights reserved. Information given is to the best of our knowledge and
belief, accurate and reliable as of the date compiled. It is the user's responsibility to satisfy himself as to the
suitability and completeness of such information for his own particular use.
As our policy of continuous improvement, we reserve the right to modify our specifications any time without notice.
Product colours and texture may vary due to climatic conditions or due to limitations in the brochure printing process.
Please check the latest version on the website or contact your local Ramco Industries representative.
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RAMCO I

SmartBui

Tech Services

Ramco SmartBuild is an end-to-end
Services and Solutions intiative for Green Dry Construction
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